BAR24 -XXX
Bar light, 24 LEDs

High-power led array configuratic
using Luxeon® LED Technology.
White:  BAR24-WHI

Red: BAR24-630
IR: BAR24-850
UV: BAR24-405

Other colour available on requesit
Integrated electronic '
Easy to use and integrate Bar light 12 LEDs

Technical specification Mechanical specification
Lighting mode: Direct LXWxH: 650x45x45 mm
Light source: 24 LEDs high Housing material: Aluminium
intensity Weight: 0,9 kg

Colaur: red, white, IF, UV

Electrical specification Environmental specification
Maw. power supply: 24 V Operating temp: 0...40°C
Max consumption: 1,4 A Storage temp: 0....60 °C

Connecting device: M12
With standard cable: 24 V brown
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BAR24-XXX
Bar light, 24 LEDs

Direct lighting:
Standard configuration
- Lens+/-12°
- Standard or white window

Darkfield lighting:

Needed to focus the light
- Lens6/25°
- transparent window

Backlight lighting:
acklight lighting Needed to diffuse the light

- Nolens
- White window

Dome-shaped lighting:
ome-shaped lighting Needed to diffuse the light

- Nolens
- Transparent window
- Put bar lights in white box

TPL Vision SARL au capital de 70400€ SIREN 480 364
Headquarters: 9 rue de Toronto- 44230 Saint Sé@pestir Loire, France
Tel : 33 (0)2 40 56 10 99 — Fax : 33 (0)2 40 56182-Email : ajeanthon@tpl-vision.net




